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Common FeaturesCommon Features

D2703-S
Socket s1g1, max. 35W

D2963-S1
Sempron™ 200U, 

1GHz/8W, no socket

D2963-S2
Athlon™ Neo X2 L325, 
1.5GHz/18W, no socket

Chipset AMD M690E / SB600

Graphics ATI X1250 (integrated in M690E), max. 256MB, DX9,
VGA/DVI and dual channel LVDS (24 bit)

Audio stereo audio

LAN Dual Gbit LAN, Realtek RTL 8111C

Expansion Slots 1 x PCI (32 Bit), 1 x PCIe x1

USB Ports 4 x internal,  4 x rear

Serial Ports 1 x internal,  1 x rear

PS/2 1 x keyboard, 1 x mouse

Compact Flash Connector 1 x (IDE based)

Watchdog Support and GPIO ü

Processor Cooling Options Passive heatsink for fanless cooling (8W CPU) or heatsink + fan (for CPU > 8W).
Note: Heatsinks for D2703-S and D2963 are not compatible!

Operating Temperature Range 0 – 60°C (mainboard environmental temperature)



Feature Comparison V1.2          Copyright 2009 FUJITSU LIMITED2

Distinctive FeaturesDistinctive Features

D2703-S
Socket s1g1, max. 35W

D2963-S1
Sempron™ 200U, 

1GHz/8W, no socket

D2963-S2
Athlon™ Neo X2 L325, 
1.5GHz/18W, no socket

Memory 2 x SO-DIMM DDR2, max. 8GB 1 x SO-DIMM DDR2, max. 4GB

Firewire internal / 
external ü /   ü -- /  --

Drive connectors 4 x SATA (incl. RAID 0/1/10) , 1 x IDE 2 x SATA (incl. RAID 0/1)

Mini PCIe connector -- ü (located at bottom side)

Internal socket for USB 
stick -- ü

Power supply ATX or 24V DC external/internal 19-24V DC external/internal

Intrusion connector -- ü

Internal S/P-DIF output ü --

Fan support
1 x processor (4 pin PWM), 2 x chassis
(thereof 1 x 4pin PWM / 3-pin support

selectable)

1 x processor (4 pin PWM), 1 x chassis
(4pin PWM / 3-pin support selectable)

PCB tin plating w/o tin plating
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Feature ComparisonFeature Comparison

2 x SO-DIMM,
vertical

D2703-S D2963-S

1 x SO-DIMM,
horizontal 

CPU Socket

ATX Connector
incl. 24V DC in

IDE
Connector

4 x SATA
2 x SATA

USB Stick Connector

S/P-DIF Connector

Firewire

19-24V DC in

19-24V DC in
24V DC in

CPU onboard

PCB Tin Plating

Intrusion Connector

Chassis Fan 1

Chassis Fan 2

Chassis Fan 1
Drive PowerDrive Power
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Feature Comparison – Rear ViewFeature Comparison – Rear View

D2703-S D2963-S

Mini PCI Express Connector
Mechanical Lock for

Mini PCI Express Card

Sample for WLAN Minicard on D2963-S

Mechanical Lock
(supports fullsize cards only!)
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